600 West Cummings Park, Suite 5450
Woburn, Massachusetts 01801
www.atcassociates.com
781.932.9400

Fax 781.932.6211

June 29, 2012

Kim Tisa, PCB Coordinator

U.S. Environmental Protection Agency, Region 1
5 Post Office Square, Suite 100

Mail Code: OSRR0O7-2

Boston, Massachusetts 02109-3912

Re: Modification to Risk-Based Disposal
Andrew J. Petro Swimming Pool
Randolph Street
Southbridge, Massachusetts 01550
ATC Project No. 060.29841.0002

Dear Ms. Tisa:

Via e-mail

On behalf of the Massachusetts Department of Conservation and Recreation (DCR), this letter is submitted to
serve as a modification to the PCB abatement plan conditionally approved by the EPA’s May 10, 2012, letter.
This modification is submitted in accordance with Condition 18 of the approval and 40 CFR § 761.61(a)(3)(ii).
The modification involves a change in the epoxy based encapsulant to be utilized for floor surfaces.

The Modification to the Notification and Response to EPA Comments (ATC, February 1, 2012) included

Technical Specification 09990 — Seamless Quartz Flooring.

This Specification identified the flooring

encapsulant to be used as the Dur-A-Flex, Inc., Hybri-Flex EQ system. This system is being replaced with the
HE 1209 Color Quartz UV Light Stable Chemical and Skid Resistant Double Broadcast 1/8-inch System. As
with the originally proposed flooring encapsulant, it is a multi-layer system that incorporates an epoxy resin.
The project architect has concluded that this is an “of equal” product. Product literature is enclosed.

The contractor plans on starting floor encapsulation work on or after July 23, 2012. If you have any guestions,
please contact Michael Gitten at (781) 404-1439 or via email at michael.gitten@atcassociates.com.

Sincerely,
ATC Associates Inc.

Michael Gitten, LSP, PE
Division Manager, Environmental Services

Attachments  Floor Encapsulant Information
cc: Mr. Robert Lowell, DCR

Ms. Judy O’Kula, DCR
Henry Sarkis, New England Builders & Contractors

Thomas Scarlata, Bargmann Hendrie + Archetype, Inc.
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Date: 6/20/12

To: Henry

Company: New England Builders
Phone: 978-685-3990

Fax: 978-682-0550

Total pages: 7 including coveY sheet

From: Charlene Bonadies

'CBC Liberty Enterprises, LLC

P.O. Box 74
Medfield, MA 02052-0074

Fax: 508-242-9775

Comment: Petro Pool

Installation procedures as per e-mail request are as follows:

1. Fill all voids / joints at floor and wall juncture (875 L.F.) with epoxy mortar /

contro} joint material as required.

2. Fill joints in concrete slab with epoxy mortar / control joint material.

3. Fill, patch or smooth areas of flooring as required with epoxy mortar.

4. Follow RBC 1209 Quartz installation and application instruction sheets

(enclosed).

Also enclosed is RBC HE 1209 Data Sheet & HEF-Control Joint Data Sheet,

Thank you for all your help.

Charlene Bonadies
President :
CBC Liberty Enterprises, LLC












06/19/2012 21:58 FAX 15083597236

TYPICAL PHYSICAL PROPERTIES

Tensile Strength,

ASTM D 638 5,000 psi
ASTM C307 2,650 psi
Compressive Strength,

ASTM D 695 17,520 psi
ASTM CS5T9 12,900 psi
Bond Strength, >400 psi
ASTM D 4541

Impact Strength, Passing No Chipping, Cracking
MIL D 3134 or Delaminating
Hardness (Resin) 75-8¢0
ASTM D 2240 Shore D

Flexural Strength

ASTM D 790 6,300 psi
ASTM C 589 4,550 psi
Abrasion Resistance 23 mg
ASTM D 4060,

CS 17 Wheel 1000 gram load, 10060 cycles

Water Absorption,max. 0.04%
ASTM D 570

Flammability Self Extinguishing
ASTM D 635

UV Exposure, QUV @ 72 hours 125-1.60
ASTM D 4587

Yellow Index <15 @ 2000 Hours
ASTM D 1925

Anti-Microbial Resistance Passes
ASTM G21

CHEMICAL RESISTANCE

Chemical Resistance Immersion 7 Day
ASTM D 1308

(Sez Hallemite Chemical Resistance Guide)
SLIP RESISTANCE & CLEANABILITY

Normally, the smoother the finished “surface, the easier
the coating or flooring system is to clean. The more
aggressive or textured systems offer a greater degree of
skid inhibition, but are usually more difficult to clean.

CLEANING AND DISINFECTING

Cleaning and disinfecting compounds and cleaning
techniques may affect the color, gloss, or texture of a
polymer coating or flooring system. As a precautionary
step, Hallemite recommends that the end user test the
cleaning and disinfecting compounds on a sample or
small finished area utilizing the intended cleaning
technique prior to cleaning the entire surface area.

If no deleterious effects are observed, the procedure can
be continued. However, if the cleaning and disinfecting
compounds or cleaning techunique damage the color,
gloss, or texture, modification of the materials and/or
procedures are required.

Contact the Company's Technical Service Department for
more information.
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Hallemite® is 2 registered trade name of RBC Industries, inc.

Care Resolutions

LIMITED WARRANTY (sbridged)

Neither seller nor manufacturer has any knowledge or
control concerning the parchaser’s use of the
system/product. No express warranty is made by the
seller or manufactarer with respect to the resalts of any
use of the product. NO IMPLIED WARRANTIES,
INCLUDING BUT NOT LIMOTED TO AN IMPLIED
WARRANTY OF MERCHANTABILITY, OR AN

RESPECT TO THIS SYSTEM/PRODUCT. Neither
seller nor manufacturer assumes amy lLiability for
personal injury, loss, or damage resulting from the use
of this product. In the event that the product shall prove
defective, buyer’s excinsive remedy shall be as follows:
Seller or manufacturer shall, apon written request of
buyer, replace any quantity of the system/product
which is proven to be defective, or shall, at its option,
refund the purchase price for the system/product upon
retarn of the system/product.

(See Hallemite Price Schedule for full limited warraunty)

SPECIAL NOTE: The Company reserves the
right to alter or discontinue the system/product
described herein at any time without prior notice.

QUESTIONS?

For questions on product availability or to obtain
installation instructions, conmtact the RBC
Industries, Hallemite Products Sales Departinent.

KEEP OUT OF REACH OF CHILDREN
BEFORE AND DURING PLACEMENT

RBC Industries, Inc.
80 Cypress Street

P.O. Box 8340
Warwick, RI 02888

800-272-7752

401-941-3000
401-941-0150 fax

HE 1209 - 003/6
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CONCRETE MOISTURE CONCERNS

Moisture vapor transmission in the slab should be
measured prior to application of polymer systems to ensure
a long lasting, durable installation. Please refer to the
master “Guideline Instructions for Concrete Substrate
Surface Preparation — Appendix B” for more information.

- LIMITATIONS

This product is best suited for application in
temperatures between S5°F and 95°F. Substrate must
be clean, sound and dry.

DRAWINGS AND DETAILS |

Standard engineered drawings and details are available for
drains, coves, transitions, etc. Please refer to the “Useful
Information™ section of the Hallemlte product book for
actual drawings.

MIXING and APPLICATIONS

Premix A and B. Mix A and B together per the
manufacturer’s mix ratio for 3 to S minutes, with a Jifly
type mixer at 350 to 400 RPM.

Saw cuts, in most stabs should be a2 minimum of 2 inches
or more in depth. For superior performance, place fine
1/8™ to 1/4™ silica sand ( US Sieve 40 mesh or smaller) at
the bottom of the joint and fil} joint untii there is slight
convexed crown with HEF - CONTROL JOINT
FILLER.

HEF - CONTROL JOINT FILLER material shrinkage
is negligible, however some material may “draina™ from
the joint creating a concaved joint filler tine. If this ts
noticed while the material is still fluid, dust with silica
sand to bring the surface back to level or reapply HEF -
CONTROL JOINT FILLER. After cure, abrade with
sandpaper or a wire brush and re-top with HEF -
CONTROL JOINT FILLER.

Note: Compressive backer rods are not normally
recommended for joint reinforcing applications.

LIMITED WARRANTY (abridped)
Neixher sefler aor K fas 20y o

Care Resolutions
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LINEAR FEET PER U.S. GALLON

JOINT YIELD IN YIELD IN
DEPTH FEET FEET
N @ WIDTH @ WIDTH
INCHES 1/4 INCHES | 1/2 INCHES
1" 770 38.5
11/4” 61.6 30.8
1127 513 25.7
13/4” 44.0 22.0
2 385 19.3
214" 34.2 17.1
212° 30.8 15.4
2 3/4” 28.0 14.0
3" 25.7 12.8
312 225 1.2
4" 193 9.7
412> 17.4 17.4
5» 15.4 15.4

CLEANING AND DISINFECTING

Cleaning and disinfecting compounds and cleaning
techniques may affect the color, gloss, or texture of an
epoxy joint filler system. As a precautionary step,
Hallemite recommends that the end user test the
cleaning and disinfecting compounds on a sample or
small finished area utilizing the intended cleaning
technique prior to cleaning the entire surface area. -

If no deleterious effects are observed, the procedure can
be continued. However, if the cleaning and disinfecting
tompounds or cleaning technique damage the color,
gloss, or texture, modification of the materials and/or
procedures are required.

Contact the Company’s Technical Service Depariment for more
information.

CAUTION -

Follow the MSDS for proper personal protective equipment
to use when handling the product. Usé omly as darected.
KEEP OUT OF REACH OF CHILDREN.

HEF - Control Joint Filler/01
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